
301-698-1200     www.PPPPool.com

WINTER SAFETY COVER REPLACEMENT
The BEST investment you can make for your pool is a good winter safety cover.  That’s 
right.  The best investment is how good you close your pool and protect it over the win-
ter.  There is nothing worse than removing your winter cover in spring to find a pea soup, 
green pool and getting the season off to a bad start.  The cleaner a pool opens, the less 
problems you’ll have all season long.  The cost of the cover will easily be recouped in sav-
ings on chemicals and the happiness you bring your family with an easy opening!

PPP recommends Merlin’s SmartMesh safety cover for inground pools.

Four signs it’s time to replace your safety cover:

1.  Visible tears  
2.  Straps that have separated from the cover 
3.  You can see the water through the cover 
4.  Pool always opens to green water in the spring 
5.  Green flecks floating on surface after opening

What makes a good safety cover?

Safety covers should be of “second generation” materials that prevent sun from getting 
through, but still allow water to drain into the pool.  These covers use more fabric so the 
weave is tighter.  Measuring a pool for a perfect fit is a must as the covers are designed, 
by CAD drawings, to overhang the deck by 1 foot, and are fit around deck obstacles 
(waterfalls, ladders, steps, etc.).  Covers that are oversized will rub against the concrete 
surface causing premature wear.  When a cover is installed for the winter, all straps should 
be taught and retensioned.  Loose strapping allows more debris to blow under the cover, 
come undone with heavy snow loads, and could eliminate safety these covers provide to 
children and/or animals. Winter covers are now available in a variety of colors.  Choose 
blue, green, gray or tan to keep your backyard looking great even in the winter.

Maintenance Tips for your winter safety cover:

1.  Keep it clean by brushing leaves and other debris off the cover throughout the 
winter months.

2.  Double check tension on straps especially after heavy snow loads.

3.  If you have tile, you should pump excess water from under the cover in late fall to 
avoid winter freeze conditions and damaged tile.

4.  Patch any holes that may occur from flying branches or hungry critters.  Mesh 
patches are available and should be applied top and bottom.


